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(E) Regulators

Models 3180 and 3280 Series

Single and Dual-Stage Economy General Purpose Brass Regulators

Single-5tage Regulator

Descriplion
Low-cost regulators for general purpase applications with
Non-Corrasive gases.

Applications

# Use with gases that are 99.905% pure or lower purity.
* Regulation of alr supply to valves and actuators.

* Imert gas supply for purging applications.

DE!igl'l Fealures/Componeanls
* Economical chrome plated forged brass body
+ Economical neogrene diaphragm
+ 27 Inbet and delivery pressure gauges
. Equjl_]:-ped with outlet needle valve for pasitive shut off of
gas flow
+ Supplied with self-reseating external rellef valve io
rotect the regulator from overpressure
« 1747 NPFTM outlet connection

Dhial-5tage Regulator

Materials of Construction

Gauges: Palnted steel

Body: Chrome-plated forged brass
Bonnet: Chrome-plated brass
[Maghragm: Nylon reinforced neoprene
Seat: Polyurethane
Seals: Nylon

Specifications

Maximum Inlet Pressure: 3000 pslg (30,700 kPa)

Inlet Pressure Gauge: 0-4000

Maximum Flow Rate: 1270 SCFH (600 SLFM)

(At 100 pelg)M:

Flow Capacity {Cv): 3180 Serfes-0.18

3280 Series-0.08
(rperating Tempeerature: 0°F ta 140°F (-18°C to B0°C)

Porting; 1447 NPT Female
Porting Configuration: 2 High. 3 Low

* Porous meial filier protects seat from contamination Shipping Welght: 518D Series-5 lhs
3280 Series-T Ihs
Ordering Information
Delivery Pressure Delivery Pressure

Model Number* Regulator Type Range Gauge
Na1-LGA Single-Stage 2-15 psig 2-30 psig
3183-LGA Single-Stage 5-125 psig 5-200 psig
J84-CGA Single-Stage 10-200 psig 10-400 psig
J185-CGA Single-Stage 20-500 psig 20-600 psig
3281-CGA Dual-Stage 2-15 psig 2-30 psig
3283-CGA Dual-Stage 5-125 psig 5-200 psig
3284-CGA Dual-Stage 10-200 psig 10-400 psig

“Avaifable CGA commections: 30, 326, 346, 350, 540, 380 awd 590.
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