Regulators

BEZEM Models 3347 Series
MicroMATE™ Portable Cylinder Regulators

sioye|nbay

Variable Flow Rate Brass Regulator

Ordering Information m———

Model Nurmber Description

3347-160 347 Regulatnr'mm CGA 160,
‘Variable Flow

3347-C10 3347 Regulator with €10 fitting,
‘Varlable Flow

1347185 3347 Regulator with CGA 165,
‘arlable Flow

Description/ Applications

Variahle Now regulators for use with MicrahAT™ 14
MlberadbAT™ 105, and MicrodMAT™ 221 cylinders. For use with
peartable and/or laboratory instrumentistbon that requires
calibratbon.

Design Features/Components

* Biras boddy

= Stainless stee] pistons

» Hime bardy outhet

» Selectable Mow rates from 0-3 SLPM

50 paig delivery pressure

Materials of Construction

Beady- Mickel plated brass
Piston: 318 stainless steel
Seat: Telbon

Seals: Viton

Canlage: Mickel plated brass

Models RFM-0029-XX and RFM-0030-XX
MicroMATE™ Portable Cylinder Regulators
Low Flow / Low Pressure Aluminum Regulator

A

Desoription/Applications
Aluminum regulsions for we with MinBAT™ cylinders.  Alr
monitaring for PEL and LEL levels.

Design Features/Components

* Adumninum body

* Huose barb outlet

= 300 pig clelivery pressune

« Axailshle with 0-1.5 SLPM sdjustable flow rate and Qowmeter

L T
t (RFM-0020-XX), 015 SLPM preset flow rate (REM-0030-XX)
Materials of Construction
2 Anodized alumbnum
D¥iaaprhuraegen: 116 stainless steel
Seal: Teflon FFA
RFM-29-XX RFM-0030-XX Seuls: Teflan
(with flooesieter) (without flavimeter) Gauge: 316 stainless steel
Ordering Information
Lise with Cylinder  Cylinder Outlet Cylinder
Model Numbsr Description thiese Cylinders Presswre  Conmection Pressure Gauge
RFM-D029-XX  BFM Beguilstor with flowmater MiniMAT™, MiniMAT™=AS 1800 psin CGA 180 0-3000 pslg
RFM-D030-XX  EFM Beguilstor with 0.5 SUPM preset flow rate MiniMAT™, MiniMAT™AMS 1800 psig CGA 180 0-3000 pslg
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